
65HID / REACTANCIAS Y EQUIPOS PARA LÁMPARAS DE HID / REACTANCIAS
HID / BALLASTS AND CONTROL GEARS FOR HID LAMPS / BALLASTS
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VHI 100/23-3 6112262 1000 8,25 0,55 65 106,5 141 2-5 A2 01

VHI 100/23-4 6112265 1000 8,25 0,55 105 209+10 2-5 A2 01

VSI 100/3T-D 6112291 1000 9,5 65 105 209+10 1-2 A2 01

VHI 200/23-4 2000 16,5 0,55 106,5 211 240 2-5 A2 -

VHI 200/38-40-3 2000 8,8 0,62/0,59 106,5 191 220 A2 01

VHI 200/38-40-4 2000 106,5 191 220 A2 01

VHI 200/38-40-7 2000 80/85 106,5 211 240 A2 -

VHI 200/38-40-8 2000 12,2 0,46/0,44 90 106,5 211 240 A2 -

VHI 200/40-41-8 400/415 2000 12,2 0,44/0,42 90/95 106,5 211 240 A2 -

- Ballasts for built-in use.
- Vacuum impregnated with polyester resin.

- With 10 mm2 screw push wire connection.
-  Further voltages and frequencies can be manufactured upon request.

Packaging and weight pag. 118 and www.elt.es/en/downloads

Capacitor data pag. 80 and www.elt.es/en/downloads
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VHI
Ballasts for metal halide lamps. High powers. IP20
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